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(57) ABSTRACT

A method for determining communications interoperability
comprising the following steps: (a) collecting communica-
tion asset data that describes communication equipment used
by emergency and first responders from local, state and fed-
eral entities in a geographical region; (b) determining the
communications interoperability between the entities based
on the collected communication asset data, wherein the com-
munications interoperability describes the ability of the com-
munication equipment used by emergency and first respond-
ers of a given entity to be interoperable or not interoperable
with the communication equipment used by emergency and
first responders in the other entities in the geographic region;
and (c) displaying the communications asset data and the
communications interoperability of the entities in a geo-spa-
tial referenced map to geographically-disparate users via an
internet.
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1
COMMUNICATION ASSETS SURVEY AND
MAPPING TOOL

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 13/205,689, filed Aug. 9, 2011, U.S. Pat. No. 8,656,014,
entitled “Communication Assets Survey and Mapping Tool
with Add/Edit Feature™; which is a continuation of U.S. appli-
cation Ser. No. 12/365,540, filed Feb. 4, 2009, U.S. Pat. No.
8,024,461, issued Sep. 20, 2011, entitled “Communication
Assets Survey and Mapping Tool”; which is a continuation-
in-part of abandoned U.S. application Ser. No. 11/452,565,
filed Jun. 5, 2006, and Ser. No. 11/449,178, filed May 16,
2006, both entitled “Communication Assets Survey and Map-
ping Tool”; all of which are hereby incorporated by reference
herein in their entireties for their teachings, and referred to
hereafter as “the parent applications.”

FEDERALLY-SPONSORED RESEARCH AND
DEVELOPMENT

This invention is assigned to the United State Government
and is available for licensing for commercial purposes.
Licensing and technical inquiries may be directed to the
Office of Research and Technical Applications, Space and
Naval Warfare Systems Center, Pacific, Code 72120, San

Diego, Calif.,, 92152; wvoice (619) 553-5118; email
ssc_pac_t2@navy.mil. Reference Navy Case Number
102880.

BACKGROUND

The Communication Assets Survey and Mapping Tool is
generally in the field of public safety. Frequently, local, state
and federal emergency and first responder communication
assets are not interoperable. For example, a county fire
department may not be able to communicate with a police
department of an adjacent county. A need exists for tools to
help improve interoperability of emergency and first
responder communication assets between local, state and fed-
eral entities.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A is a block diagram of one embodiment of a com-
munication assets survey and mapping tool.

FIG. 1B is a block diagram of one embodiment of a com-
munication assets survey and mapping tool.

FIG. 1C is a block diagram of one embodiment of a com-
munication assets survey and mapping tool.

FIG. 2 is a flowchart of one embodiment of a method of a
communication assets survey and mapping tool.

FIG. 3 is a flowchart of one embodiment of a method of a
communication assets survey and mapping tool.

DETAILED DESCRIPTION

Described herein is a Communication Assets Survey and
Mapping Tool. The following acronyms are used herein:

CAM—Communication Assets Mapping

CAS—Communication Assets Survey

CASM—Communication Assets Survey and Mapping

DB—Database

DSM—Display Sub-Module

ISP—Internet Service Provider
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2

The Communication Assets Survey and Mapping (CASM)
Tool includes a CASM Tool Module, which includes a com-
munication assets mapping (CAM) display sub-module, a
communication assets survey (CAS) data collection sub-
module, a CAM data sub-module, a map generator sub-mod-
ule and a CASM database (DB) server. The CASM Tool
provides a method and apparatus for viewing interoperability
of emergency and first responder communication assets
between local, state and federal entities. The CASM Tool
provides a mechanism for collecting communication assets
data, determining interoperability between agencies based on
communication assets and providing interoperability data to
users. The CASM Tool provides access to geographically
disparate users via the Internet and display of communica-
tions equipment and information in a geo-spatial referenced
map to users via the Internet.

FIG. 1A is a block diagram of one embodiment of a com-
munication assets survey and mapping tool. As shown in FIG.
1A, CASM tool system 100 includes at least one computer
110, internet 120 and system server 130, which hosts CASM
tool module 140. CASM tool module 140 includes CAM
display sub-module 146, CAS data collection sub-module
142, CAM data sub-module 144, map generator sub-module
148 and CASM DB server 150. As shown in FIG. 1A, at least
one computer 110 is operatively coupled to internet 120 so
data can be transmitted between at least one computer 110
and internet 120. Internet 120 is operatively coupled to sys-
tem server 130 so data can be transmitted between internet
120 and system server 130. At least one computer 110 and
system server 130 can be operatively coupled to internet 120
in one of many configurations such as connection via an
internet service provider (ISP).

As shown in FIG. 1A, CASM tool module 140 includes
CAS data collection sub-module 142, CAM data sub-module
144, map generator sub-module 148, CASM DB server 150
and CAM display sub-module 146. CASM tool module 140 is
operatively coupled to system server 130.

CAS data collection sub-module 142 is operatively
coupled to CASM DB server 150. CAS data collection sub-
module 142 includes computer programs capable of collect-
ing communication asset data and interfacing with CASM
DB server 150 for storing communication asset data, provid-
ing a mechanism for input, validation and viewing of state and
urban area communications equipment data and providing
forms, reports generation and retrieval/storage of data in
CASM DB server 150.

CAM data sub-module 144 is operatively coupled to and
provides an interface between CAM Display Sub-Module
146 and CASM DB Server 150. CAM data sub-module 144
includes computer programs capable of providing an inter-
face between CAM display sub-module 146 and CASM DB
Server 150 for the storage/retrieval of information regarding
data sharing. For example, CAM display sub-module 146
includes an interface for storage/retrieval of Tactical Interop-
erable Communications Plan and other user files, which
allows data sharing between region managers and their users.

Map generator sub-module 148 is operatively coupled to
CAM data sub-module 144. Map generator sub-module 148
is capable of generating a customized map image to be shown
to a user via CAM display sub-module 146 and at least one
computer 110. In one embodiment, map generator sub-mod-
ule 148 receives input from a user regarding custom map
specifications. Map generator sub-module 148 can also gen-
erate a customized map image to CAS data collection sub-
module 142.

CASM DB server 150 is operatively coupled to CAM data
sub-module 144 and CAS data collection sub-module 142 so
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that data can be transmitted between all three. CASM DB
server 150 is capable of being a central repository for all
CASM data. CASM DB server is capable of being used as a
storage/retrieval DB for other CASM components (e.g., CAS
data collection sub-module 142).

CAM display sub-module 146 includes computer pro-
grams capable of receiving requests for a display of commu-
nication data and interoperability of a geographic area,
retrieving communication data and interoperability informa-
tion and transmitting data and interoperability information in
a display format. In one embodiment, CAM display sub-
module 146 uses CAM data sub-module 144 to obtain system
data for a displayed region. In one embodiment, CAM display
sub-module 146 uses data to calculate interoperability data
for a selected region and formats the data to be displayed on
a map obtained from map generator sub-module 148. In one
embodiment, CAM display sub-module 146 allows a user to
select all of the applicable data for a region or to select a
subset of the data based upon display requirements.

FIG. 1B is a block diagram of one embodiment of a com-
munication assets survey and mapping tool. FIG. 1B is sub-
stantially similar to FIG. 1A, and thus, similar components
are not described herein below. As shown in FIG. 1B, CASM
tool system 102 includes at least one computer 110, internet
120 and system server 130, which hosts CASM tool module
140. CASM tool module 140 includes CAS data collection
sub-module 142, CAM data sub-module 144, map generator
sub-module 148 and CASM DB server 150. At least one
computer 110 is operatively coupled to internet 120 so data
can be transmitted between at least one computer 110 and
internet 120. CAM display sub-module 146 is operatively
coupled and resides on at least one computer 110.

FIG. 1C is a block diagram of one embodiment of a com-
munication assets survey and mapping tool. FIG. 1C is sub-
stantially similar to FIG. 1A, and thus, similar components
are not described herein below. As shown in FIG. 1C, CASM
tool system 104 includes at least one computer 110, internet
120, system server 130, CAS data collection sub-module 142,
CAM data sub-module 144, CAM display sub-module 146,
map generator sub-module 148, CASM DB server 150 and
CAS data sub-module 152. System server 130 hosts CAM
data sub-module 144, CASM DB server 150 and CAS data
sub-module 152. CAS data sub-module 152 is capable of
interfacing between CAS data collection sub-module 142 and
CASM DB server 150. At least one computer 110 hosts CAS
data collection sub-module 142, CAM display sub-module
146 and map generator sub-module 148.

FIG. 2 is a flowchart of one embodiment of a method of a
communication assets survey and mapping tool. Flowchart
200 of FIG. 2 is one embodiment of a method of CAS data
collection sub-module 142 of FIG. 1A referred to as a CAS
data collection sub-module method. Referring to FIG. 2, at
BOX 210 of flowchart 200, the method collects agency, com-
munication asset and interoperability data. In one embodi-
ment, the method performs BOX 210 using software. After
BOX 210, the method of flowchart 200 of FIG. 2 proceeds to
BOX 220. At BOX 220 of flowchart 200, the method stores
agency, communication asset, and interoperability data in a
database. In one embodiment, the method performs BOX 220
using software. After BOX 220, the method of flowchart 200
of FIG. 2 returns to BOX 210.

FIG. 3 is a flowchart of one embodiment of a method of a
communication assets survey and mapping tool. Flowchart
300 of FIG. 3 is one embodiment of a method of CAM data
sub-module 144 of FIG. 1A referred to as CAM display
sub-module method. Referring to FIG. 3, at BOX 310 of
flowchart 300, the method receives a request for a display of
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agency, communication asset and interoperability of a geo-
graphic area. In one embodiment, the method performs BOX
310 using software. After BOX 310, the method of flowchart
300 of FIG. 3 proceeds to BOX 320. At BOX 320 of flowchart
300, the method retrieves data regarding agency, communi-
cation asset and interoperability information from the data-
base (e.g., CASM database server 150). In one embodiment,
the method performs BOX 320 using software. After BOX
320, the method of flowchart 300 of FIG. 3 proceeds to BOX
330. At BOX 330 of flowchart 300, the method determines
and displays interoperability information. In one embodi-
ment, the method performs BOX 330 using software. In one
embodiment, the method performs BOX 330 by determining
interoperability between agencies based on their communi-
cation assets data. The method of flowchart 300 of FIG. 3
terminates at BOX 330.

The following describes an exemplary operation of CASM
tool system 100 of FIG. 1A. As shown in FIG. 1A, CASM tool
module 140 includes CAS data collection sub-module 142
and CAM display sub-module 144. A first user (e.g., San
Diego City Police Chief) accesses CAS data collection sub-
module 142 via one of at least one computer 110. CASM data
collection sub-module 142 and one of at least one computer
110 are operatively coupled via system server 130 and inter-
net 120. In accordance with BOX 210 of F1G. 2, CASM data
collection sub-module method 200 collects agency, commu-
nication asset and interoperability data from the first user. For
example, the user inputs equipment type and frequency usage
data through CAS data collection sub-module 142. In accor-
dance with BOX 220 of FIG. 2, CASM data collection sub-
module method 200 stores interoperability data in CASM
database server 150.

A second user (e.g., San Diego City Fire Chief) accesses
CAS data collection sub-module 142 via one of at least one
computer 110. The second user inputs agency, communica-
tion asset, and interoperability data to CAS data collection
sub-module 142 regarding the second user’s communication
assets. In accordance with BOX 210 of FIG. 2, CAS data
collection sub-module method 200 collects agency, commu-
nication asset and interoperability data from the second user.
In accordance with BOX 220 of FIG. 2, CASM data collec-
tion sub-module method 200 stores agency, communication
asset and interoperability data in CASM database server 150.

If given access permission, a third user (e.g., Coast Guard
Official) via one of at least one computer 110 accesses CAM
display sub-module 146, which interfaces with CASM DB
server 150 through CAM data sub-module 144. CAM data
sub-module 144 and one of at least one computer 110 are
operatively coupled via CAM display sub-module 146, sys-
tem server 130 and internet 120. In accordance with BOX 310
of FIG. 3, CAM display sub-module method 300 receives a
request from the third user for a display of interoperability of
the San Diego geographic area. In accordance with BOX 320
of FIG. 3, CAM display sub-module method 300 retrieves
San Diego area information regarding agency, communica-
tion asset and interoperability data from CASM database
server 150 through CAM data sub-module 144. In accordance
with BOX 330 of FIG. 3, CAM display sub-module method
300 determines interoperability data and transmits interoper-
ability information in a display format to the third user.

We claim:

1. A method for determining communications interoper-
ability comprising the following steps:

a) collecting communication asset data that describes com-
munication equipment used by emergency and first
responders from local, state and federal entities in a
geographical region;
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b) determining the communications interoperability
between the entities based on the collected communica-
tion asset data, wherein the communications interoper-
ability describes the ability of the communication equip-
ment used by emergency and first responders of a given
entity to be interoperable or not interoperable with the
communication equipment used by emergency and first
responders in the other entities in the geographic region;
and

¢) displaying the communications asset data and the com-
munications interoperability of the entities in a geo-
spatial referenced map to geographically-disparate
users via an internet.

2. The method of claim 1, wherein the communication
asset data further comprises the operating frequency of the
communication equipment.

3. The method of claim 2, wherein the communication
asset data further comprises the physical location of the com-
munication equipment.

4. The method of claim 3, wherein the step of determining
the communications interoperability between the entities
comprises comparing communication frequencies used by
emergency and first responders in each of the entities in the
geographic region.

5. The method of claim 4, wherein step (c) is only per-
formed for users that have been granted access permission.

6. The method of claim 5, wherein the communication
asset data further comprises a tactical interoperable commu-
nications plan (TICP) from at least one of the entities.

7. A method of using a communication assets survey and
mapping tool comprising:

a) collecting agency data that identifies local, state, and

federal entities in a geographic region;

b) collecting communications asset data that identifies the
communication equipment used by emergency and first
responders in each of the entities in the geographic
region;

¢) calculating interoperability data for the geographic
region based upon the collected communication asset
data, wherein the interoperability data describes the
ability, or lack thereof, of the communication equipment
used by emergency and first responders of a given entity
to communicate with the communication equipment
used by emergency and first responders in the other
entities in the geographic region;

d) storing the agency data, the communication asset data,
and the interoperability data in a computer database;

e) receiving a request from a user to display the agency
data, the communication asset data, and the interoper-
ability data for the geographic region; and

) displaying the agency data, the communication asset
data, and the interoperability data for the geographic
region to the user on a geo-spatial referenced map.

8. The method of claim 7, wherein step (c) is performed by

a computer.

9. The method of claim 7, wherein the communication
asset data further comprises the location of the communica-
tion equipment for each of the entities.

10. The method of claim 7, wherein the communication
asset data consists of information regarding equipment type
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and frequency usage data of the communications equipment
used by emergency and first responders in each of the entities
in the geographic region.

11. The method of claim 7, wherein the communication
asset data comprises communication frequencies used by
emergency and first responders in each of the entities in the
geographic region.

12. The method of claim 11, wherein the communication
asset data further comprises a tactical interoperable commu-
nications plan, if available, from each entity in the region.

13. The method of claim 7, wherein step (f) is only per-
formed if the user has been granted permission to access the
communications asset data and the interoperability data.

14. The method of claim 13, wherein the user is geographi-
cally-disparate from the computer data base and steps (e) and
(f) are performed over an internet.

15. A method for determining emergency communications
interoperability between entities in a geographic region com-
prising the following steps:

a) collecting agency identification data from first and sec-
ond users from first and second entities respectively in
the geographic region;

b) collecting communications asset data that identifies the
communication equipment used by emergency and first
responders from the first and second entities;

¢) calculating communications interoperability data
between the first and second entities based upon the
collected communication asset data, wherein the com-
munications interoperability data identifies whether or
not the emergency and first responders of the first entity
can communicate with the emergency and first respond-
ers of the second entity;

d) storing the agency identification data, the communica-
tion asset data, and the communications interoperability
data in a computer database;

e) receiving a request from a third user that is not affiliated
with either the first or the second entity to display the
agency identification data, the communication asset
data, and the communications interoperability data for
the first and second entities; and

f) displaying the agency identification data, the communi-
cation asset data, and the communications interoperabil -
ity data for the first and second entities to the third user
on a geo-spatial referenced map.

16. The method of claim 15, wherein the communication
asset data further comprises the location of the communica-
tion equipment.

17. The method of claim 16, wherein the communication
asset data further comprises communication frequencies used
by emergency and first responders from the first and second
entities.

18. The method of claim 17, wherein the communication
asset data further comprises tactical interoperable communi-
cations plans from each of the first and second entities.

19. The method of claim 18, wherein step (f) is only per-
formed if the third user has been granted permission to access
the communications asset data and the interoperability data.

20. The method of claim 19, wherein steps (e) and (f) are
performed over an internet.
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